
YES3 (IP69K) Series Stainless Steel Three Phase Induction Motors

Power 0.55～22kW
Cooling IC41

------------------------------------------------------------------------------------------------------------------------------------------------

1

Applications: Can be widely applied in the machines where
continuous duty and cleanliness are required, like food 、

beverage、 medicine industry.
Features: Beautiful profile, high efficiency and energy saving
(Level 3 of GB18613-2020), class F insulation, IP69K
protection grade, clean, no-rust, strong anti-corrosio

Frame 80～180 

Duty S1
Efficiency：IE 3

n
capability.

* All 304 Stainless Steel from H80-180 Frame
* IP69K protection degree
* Class F Insulation
* Efficient, IE3 Rated High Efficiency
* Super Sealing

* IEC Design
* Space heater or Thermistor （ PTC/PT100 ）

available
* Anti-bacterial Treatment on All Internal Parts
* Round conduit box and housing, easy wash down

Performance Data 380V 50Hz

Type
Power

kW

Current
A

Rotatio

n

r/min

Eff.% P.F
Torque

N.m
Tst
TN

Ist
IN

Tmax
TN

Noise

dB(A)

Synchronous speed 3000 r/min
YES3-80M1-2 0.75 1.7 2840 80.7 0.82 2.5 2.3 7.0 2.3 62
YES3-80M2-2 1.1 2.4 2825 82.7 0.83 3.7 2.2 7.3 2.3 62
YES3-90S-2 1.5 3.2 2855 84.2 0.84 5.0 2.2 7.6 2.3 67
YES3-90L-2 2.2 4.6 2855 85.9 0.85 7.4 2.2 7.6 2.3 67
YES3-100L-2 3 6.0 2895 87.1 0.87 9.9 2.2 7.8 2.3 74
YES3-112M-2 4 7.8 2895 88.1 0.88 13.2 2.2 8.3 2.3 77
YES3-132S1-2 5.5 10.6 2920 89.2 0.88 18.0 2.0 8.3 2.3 79
YES3-132S2-2 7.5 14.4 2920 90.1 0.88 24.6 2.0 7.9 2.3 79
YES3-160M1-2 11 20.6 2960 91.2 0.89 35.5 2.0 8.1 2.3 81
YES3-160M2-2 15 27.9 2955 91.9 0.89 48.5 2.0 8.1 2.3 81
YES3-160L-2 18.5 34.2 2955 92.4 0.89 59.8 2.0 8.2 2.3 81
YES3-180M-2 22 40.5 2960 92.7 0.89 71.0 2.0 8.2 2.3 83



Performance Data 380V 50Hz

Type
Power

kW

Current
A

Rotatio

n

r/min

Eff.% P.F
Torque

N.m
Tst
TN

Ist
IN

Tmax
TN

Noise

dB(A)

Synchronous speed 1500 r/min
YES3-80M1-4 0.55 1.4 1425 80.6 0.75 3.7 2.3 6.5 2.3 56
YES3-80M2-4 0.75 1.8 1425 82.5 0.75 5.0 2.3 6.6 2.3 56
YES3-90S-4 1.1 2.6 1420 84.1 0.76 7.4 2.3 6.8 2.3 59
YES3-90L-4 1.5 3.5 1420 85.3 0.77 10.1 2.3 7.0 2.3 59
YES3-100L1-4 2.2 4.8 1445 86.7 0.81 14.5 2.3 7.6 2.3 64
YES3-100L2-4 3 6.3 1440 87.7 0.82 19.8 2.3 7.6 2.3 64
YES3-112M-4 4 8.4 1460 88.6 0.82 26.1 2.2 7.8 2.3 65
YES3-132S-4 5.5 11.2 1460 89.6 0.83 36.0. 2.0 7.9 2.3 71
YES3-132M-4 7.5 15.0 1460 90.4 0.84 49.0 2.0 7.5 2.3 71
YES3-160M-4 11 21.5 1470 91.4 0.85 71.7 2.2 7.7 2.3 73
YES3-160L-4 15 28.8 1470 92.1 0.86 97.8 2.2 7.8 2.3 73
YES3-180M-4 18.5 35.3 1475 92.6 0.86 120 2.0 7.8 2.3 76
YES3-180L-4 22 41.8 1475 93.0 0.86 142 2.0 7.8 2.3 76

Synchronous speed 1000 r/min
YES3-80M1-6 0.37 1.1 910 73.5 0.70 3.9 1.9 5.5 2.0 54
YES3-80M2-6 0.55 1.5 905 77.2 0.71 5.8 1.9 5.8 2.1 54
YES3-90S-6 0.75 2.0 940 78.9 0.71 7.7 2.0 6.0 2.1 57
YES3-90L-6 1.1 2.8 935 81.0 0.73 11.3 2.0 6.0 2.1 57
YES3-100L-6 1.5 3.8 955 82.5 0.73 15.0 2.0 6.5 2.1 61
YES3-112M-6 2.2 5.4 960 84.3 0.74 21.7 2.0 6.6 2.1 65
YES3-132S-6 3 7.2 975 85.6 0.74 29.4 1.9 6.8 2.1 69
YES3-132M1-6 4 9.5 975 86.8 0.74 39.2 1.9 6.8 2.1 69
YES3-132M2-6 5.5 12.7 970 88.0 0.75 54.1 2.0 7.0 2.1 69
YES3-160M-6 7.5 16.2 970 89.1 0.79 73.5 2.0 7.0 2.1 70
YES3-160L-6 11 23.1 970 90.3 0.80 108 2.0 7.2 2.1 70
YES3-180L-6 15 30.9 975 91.2 0.81 147 2.0 7.3 2.1 73



Dimensions mm
B14 (Small flange)

Frame Poles
Mounting Dimension Overall Dimension

D E F G M N P S T AC AD HF L

80M1 2,4,6

19 40 6 15.5 100 80 144 4-M6 3 158 135 215

308

80M2
2,4 328

6 338

90S 2,4,6
24 50 8 20 115 94 164 4-M8 3 178 150 240

354

90L 2,4,6 389

100L/L2 2,4
28 60 8 24 130 110 186 4-M8 3.5 200 150 250

449

100L1/L 4,6 409

112M
2,6

28 60 8 24 130 110 206 4-M8 3.5 220 180 292
427

4 457

132S1/S 2,4,6

38 80 10 33 165 130 244 4-M10 3.5 260 200 332

496
132M1 6

132S2 2

541132M 4

132M2 6

160M1 2

42 110 12 37 265 230 298 4-M12 4 314 240 400

604
160M 4,6

160M2 2
644

160L 2,4,6

180M 2,4
48 110 14 42.5 300 250 337 4-M12 4 355 260 440

709

180L 4,6 734



Dimensions mm
B34 (Small flange with foot)

Frame Poles
Mounting Dimension Overall Dimension

A B C D E F G H K M N P S T AB AC AD HD L

80M1 2,4

125 100 50 19 40 6 15.5 80 10 100 80 144 4-M6 3 155 158 135 215

308

80M2
2,4 328

6 338

90S 2,4,6
140

100
56 24 50 8 20 90 10 115 94 164 4-M8 3 165 178 150 240

354
90L 2,4,6 125 389

100L/L2 2,4 160 140 63 28 60 8 24 100 12 130 110 186 4-M8 3.5 190 200 160 260 449
100L1/L 4,6 409

112M
2,6

190 140 70 28 60 8 24 112 12 130 110 206 4-M8 3.5 220 220 180 292
427

4 457

132S1/S 2,4,6

216

140

89 38 80 10 33 132 12 165 130 244 4-M10 3.5 245 260 200 332

496
132M1 6 178

132S2 2 140

541132M 4
178

132M2 6

160M1 2

254
210

108 42 110 12 37 160 15 265 230 298 4-M12 4 300 314 240 400

604
160M 4,6

160M2 2
644

160L 2,4,6 254

180M 2,4
279

241
121 48 110 14 42.5 180 15 300 250 337 4-M12 4 340 355 260 440

709

180L 4,6 279 734



Dimensions mm
B3（Foot mounted）

Frame Poles Mounting Dimension Overall Dimension
A B C D E F G P H K AB AC AD HD L

80M1 2,4,6

125 100 50 19 40 6 15.5 80 80 10 155 158 135 215

308

80M2
2,4 328

6 338

90S 2,4,6
140

100
56 24 50 8 20 164 90 10 165 178 150 240

354

90L 2,4,6 125 389

100L/L2 2,4
160 140 63 28 60 8 24 186 100 12 190 200 150 250

449

100L1/LL 4,6 409

112M
2,6

190 140 70 28 60 8 24 206 112 12 220 220 180 292
427

4 457

132S1/S 2,4,6

216

140

89 38 80 10 33 244 132 12 245 260 200 332

496
132M1 6 178

132S2 2 140

541132M 4,
178

132M2 6

160M1 2

254
210

108 42 110 12 37 298 160 15 300 314 240 400

604
160M 4,6

160M2 2
644

160L 2,4,6 254

180M 2,4
279

241
121 48 110 14 42.5 337 180 15 340 355 260 440

709

180L 4,6 279 734

★Mark: The motor outline drawing is for reference only.


